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Technical Data Sheet – Glass Bead 
Glass Bead is generally used for polishing and light abrasive cleaning, where no profile is required. It is best used 

at low pressure in cabinets and clast rooms where it can be recycled efficiently. 

 

Product is packed in 25kg bags  

 

Tariff Code 70182000   

 

 EN1423:2012     BS6088:1981    AMS2431/6C  MIL-9954   ISO565:1990 

 

Chemical Composition Physical Properties 

Grade Sizes 

Physical state   Solid, Round 60-95 %, Clear 

Odour    None 

Explosion Limits (%)             None 

Flash point:   None 

Solubility in water (kg/m3) Insoluble 

Density (kg/m3)  >2.3g/cc 

Hardness                              5 mohs 

Magnetic Particles            0.1% 

Air Inclusions                          <10% 
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Date Created May 2025 

 

Bead Mircon 

keybead1 53-106 

keybead2 75-150 

keybead3 105-210 

keybead4 150-250 

keybead5 180-300 

keybead6 250-425 

keybead7 425-600 

keybead8 600-800 

 

 

Component Name Code Concentration 

Silica Oxide SiO₂ 75% 

Sodium Oxide Na₂O 15% 

Calcium Oxide CaO 10% 

Magnesium Oxide MgO 4% 

Arsenic AS <75ppm 

Lead Iron Pb <100ppm 

Antimony Sb n/a 

 


